


DIMENSION

SPECIFICATION

HIGH POWER PLANETARY

WPS032
SERIES

DATA Unit 1-Stage 2-Stage 3-Stage 4-Stage

Length (L) mm 22.7 30.4 38.1 45.8

Permissible Torque kg-cm 10 15 20 20

Input Speed rpm <8,500 <8,500 <8,500 <8,500

Efficiency % 80 75 70 60

1/5 1/15 1/46 1/234

1/26 1/78 1/312

1/35 1/104 1/398

1/42 1/127 1/531

1/133 1/648

1/177 1/902

1/216 1/1101

TECHNICAL DATA

Operating Temp. -10℃ ~ 60℃

Operating Humidity Below 80%

Out Bearing Ball Bearing (×2)

Gear Ratio

WOOJIN SERVO CO.,LTD.



DIMENSION

SPECIFICATION

DATA U it 1 St 2 St 3 St 4 St

HIGH POWER PLANETARY

WPS035
SERIES

WOOJIN SERVO CO.,LTD.

DATA Unit 1-Stage 2-Stage 3-Stage 4-Stage

Length (L) mm 22.7 30.4 38.1 45.8

Permissible Torque kg-cm 10 15 20 20

Input Speed rpm <8,500 <8,500 <8,500 <8,500

Efficiency % 80 75 70 60

1/5 1/15 1/46 1/234

1/26 1/78 1/312

1/35 1/104 1/398

1/42 1/127 1/531

1/133 1/648

1/177 1/902

1/216 1/1101

TECHNICAL DATA

Operating Temp. -10℃ ~ 60℃

Operating Humidity Below 80%

Out Bearing Ball Bearing (×2)

Gear Ratio

WOOJIN SERVO CO.,LTD.



DIMENSION

HIGH POWER PLANETARY

SERIES

WPS044

WOOJIN SERVO CO.,LTD.

SPECIFICATION

DATA Unit 1-Stage 2-Stage 3-Stage 4-Stage

Length (L) mm 33 42 51 60

Permissible Torque kg-cm 20 25 30 30

Input Speed rpm <8,500 <8,500 <8,500 <8,500

Efficiency % 80 75 70 60

1/5 1/15 1/75 1/315

1/25 1/105 1/375

1/35 1/125 1/405

1/45 1/135 1/525

1/175 1/625

1/225 1/675

1/875

1/1125

TECHNICAL DATA

Operating Temp. -10℃ ~ 60℃

Operating Humidity Below 80%

Out Bearing Ball Bearing (×2)

Gear Ratio

WOOJIN SERVO CO.,LTD.



DIMENSION

HIGH POWER PLANETARY

WPS056
SERIES

WOOJIN SERVO CO.,LTD.

SPECIFICATION

DATA Unit 1-Stage 2-Stage 3-Stage 4-Stage

Length (L) mm 58 70 82 94

Permissible Torque kg-cm 30 50 100 100

Input Speed rpm <8,500 <8,500 <8,500 <8,500

Efficiency % 80 75 70 60

1/5 1/15 1/75 1/375

1/25 1/125 1/405

1/45 1/135 1/625

1/225 1/675

1/1125

1/1215

1/3645

TECHNICAL DATA

Operating Temp. -10℃ ~ 60℃

Operating Humidity Below 80%

Out Bearing Ball Bearing (×2)

Gear Ratio

WOOJIN SERVO CO.,LTD.




