
 

 
HPC  Series 
Lithium Polymer Ba ery Coun ng Weighing Scale 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Features: 

 1/30,000 display resolu on (Internal resolu on 1/600,000) 
 OIML Approved Load Cell 
 CE Cer fica on  
 Double Pan (One bo om plas c pan, Cover by Stainless Steel Top Cover Pan) 
 LCD Display 
 RS232 (DB9) &RJ45 output port 
 Could connect with different type of printers 

 
Technical Specifica on:  

Model Capacity Division Resolu on 
HPC-3 3kg 0.1g 1/30 000 
HPC- 6 6kg 0.2g 1/30 000 
HPC-30 30kg 1g 1/30 000 

 
Opera ng Temperature: 0°C ~ 40°C (32°F ~ 104°F); Approval Model: -10°C ~ 40°C (14°F ~ 104°F) 
Power Source: AC 100V~240V (±10%) adapter + 3.7V 4000mAh lithium polymer ba ery 
Dimension: 275 × 105 × 310 mm (W × H × D) 
Pla er Size: 280 × 230 mm (W x D) 
Display: LCD. 6, 6, 6 Digits，Height 14 mm，LED Backlight 

 


