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The values contained in this data sheet can change due to technical innovations. Any such changes will be made without separate notification.
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LED Line AluFix SMD – Cover
Technical notes LED Line AluFix cover 
Material: Aluminium profile and PMMA cover
Rear connection leads: Cu tinned, single-core
0.32 mm² (AWG22), PVC-insulation, red and black,
notched lead ends, lead length: L + 80 mm
Degree of protection: IP40
Rear slots for screws M3
Tightening torque: 0.5 Nm

Type Dimensions (LxWxH) in mm Packaging unit Weight

L W H pcs. g

89001   305 40.2 21.3 15 171

89002   586 40.2 21.3 15 330

89003   867 40.2 21.3 15 495

89004 1148 40.2 21.3 15 650

89005 1429 40.2 21.3 15 815

Reference numbers – LED Line AluFix SMD – Cover – 
with linear SMD module 280

Type / Total length 89001 / 305 mm 89002 / 586 mm 89003 / 867 mm 89004 / 1148 mm 89005 / 1429 mm
Cover Clear Diffuse Clear Diffuse Clear Diffuse Clear Diffuse Clear Diffuse

SMD56/30/280 561307 561311 561315 561319 561323 561327 561331 561335 561339 561343
SMD56/40/280 561308 561312 561316 561320 561324 561328 561332 561336 561340 561344

Constant-current System – Linear


